NOTES:
1. ALL WIRES ON WINCHESTER CONNECTOR ARE #22.  invade 20.
2. DENOTES WINCHESTER CONNECTOR PIN NUMBER.

CHASSIS WIRING DIAGRAM FOR MODEL 390
NOTES:
1. ALL WIRE, NO. 16.

BENTHOS, INC.
15 TANKER DRIVE
NEW PORT RICHEY, FL 34652 U.S.A.
NOTES:

1. ETCH NAME PLATE IN CENTER OF HOUSING AND LOCATE 45° OFF CENTER LINE AS SHOWN.

2. WHEN INSTALLING ITEMS 9 AND 17, MAKE SURE TO POSITION THEM IN SUCH A FASHION SO THAT THE LANYARD MOUNTING HOLE IS LOCATED AT A POINT 45° AWAY FROM THE (A28) MOUNTING HOLES THAT HOLD THE REFLECTOR GUARD IN PLACE.

3. AFTER INSTALLING LABELS, Wipe ALL METAL PARTS WITH MARINE FORMULA CRC-944, BENTHOS PART NO. 0902-018.

4. PRESSURE TEST TO 1/1000 PSI, (12,000 PSI) FOR 15 MIN.
   AND POOL TEST FOR 1 HOUR AT 3 METERS DEEP.

5. DO NOT GREASE O-RING, ITEM NO. 19.

6. DO NOT PUT REFLECTOR, ITEM NO. 5 OR REFLECTOR GUARD, ITEM NO. 18 ON HOUSING PRIOR TO PRESSURE TEST USE SPECIAL FIXTURE.

NOTE:

- [383 (REMOTE HEAD)]
  - INSTALL ALL ITEMS WITHIN THE HOUSING AREA.
  - WHEN INSTALL 3731 RING APPLF.
  - INSTALL ITEM 2 CH1 HOUSING PER 3-582-11103 NOTE 1

D-383-6 STANDARD
D-383-6-G-R REMOTE